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MAGNETIC & NON-MAGNETIC TOUCH LATCHES

MAGNETIC & NON-MAGNETIC CATCHES

SLIDE BOLT & BAR LATCHES

DRAW & SLAM LATCHES

PUSH KNOB LATCHES

CLEAN ROOM

HASPS
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MAGNETIC CATCHES

Picture Item No.
Magnetic Force 

(lbs)
Page

MC-FS3 2.9 173

MC-FS34 2.9 - 4.8 173

MC-YSW 2.6 - 6.6 174

MC-FS5, MC-FS10 4.8 - 9.9 174

MC-FP 9.9 174

FS-17 13.1 175

MC-FS-2, MC-FS-4 3.3 - 15.4 175

MC-SS30 6.6 175

MMC-12 0.22 - 0.66 176

CM-2B 0.9 176

MC-111, 112, 113 2.2 - 11 176

MC-SP 10.5 - 12.3 177

MC-K 5.2 - 6.1 177

MCH 6.6 - 33 177

MC0099 2.4 - 11.4 178

MC-110NF 17.6 178

MC-0051 12 178

MC0097 3.3 - 7.7 179

MC-YS 2.6 - 6.6 179

IS-4 5.5 180

MC-IS 2.2 - 5.5 180

NB01 2.4 180

ML-30S 2.6 181

ML-30W 2.6 181

ML-80 3.5 182

Picture Item No.
Magnetic Force 

(lbs)
Page

MC-JM45
(SEALED)

6.6 164

MC-JM50
(SEALED)

6.6 164

MC-JM63G
(SEALED)

3.3 - 11 164

MC-JMS45WT
(SEALED)

6.6 165

MC-JMF54
(SEALED)

5.7 165

MC-MSH
(SEALED)

4.4 - 8.8 166

MC-MS45/50
(SEALED)

4.4 - 8.8 166

MC-JMP45 4.4 - 8.8 166

MC-158, MC-159 3.3 - 8.8 167

MC-159-8 17.6 167

MC-159-SUS 11 167

MC-YN001P 5.9 168

MC-YN015SP 5 168

MC-YN016HP 3.3 - 6.2 168

MC-YN003 3.7 169

MC-YN005 6.6 169

MC0083-N 30.8 170

MC-YC-06 9.9 170

MC-0083D, 0083 15.4 - 22 170

MC-YN005HP 4.4 - 11 171

MC0083HP    15.6 - 31.5 171

MC-JM49 - 172

MC-YN001U - 172

AS-68 - 172

W SERIES - 172
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LEVER LATCHES

PLASTIC CATCHES

PUSH KNOB CATCHES

LATCHES

NON MAGNETIC CATCHES

BALL CATCHES

Picture Item No.
Magnetic Force 

(lbs)
Page

ML-120 5.2 182

KMS 0.85 - 1.28 psi 183

MC-SM10 4.4 183

MC0750 5.5 183

MC-84 6.6 184

SUPER-78 1.7 184

SUPER-88 3.3 184

SMC 2.2 - 6.6 185

MC-JM74SW-30 6.6 185

Picture Item No.
Magnetic Force 

(lbs)
Page

LL-66S 44 186

LL-66 44 186

Picture Item No.
Retaining Force 

(lbs)
Page

MLC-HT130BL 26.4 187

MLC-100 20.2 187

MC-37 17.6 188

DC - 188

MC-28 6.6 189

PR-21P/BLK 22 189

PR-3PK 4.8 189

NS-2 2.2 190

PR-4PK 2.6 190

ESN-195-3.1 7.7 190

Picture Item No.
Push in/Pulling 

Force (lbs)
Page

BCTS
4.4 - 12.5/
2.9 - 8.5

191

BCT
4.1 - 4.6/
6.6 - 7.7

191

BCU
7.9 - 9.0/
5.3 - 8.6

192

BCT-60W 7/5.9 192

Picture Item No.
Push in/ Pulling 

Force (lbs)
Page

ESO-6732 29 - 57/18 - 44 193

6900, 6901
2.4 - 4.8/

3.5 - 7
193

JC-T50 6.6/8.3 193

D-CATCH 6.8/5.9 194

K-CATCH 12.5/15.6 194

JCU-F 4.4/4.4 194

Picture Item No.
Holding Force 

(lbs)
Page

TLP 44 195

TLP-S 44 196

DPL-RO 22 196

DPL-OV 22 197

DPL-SQ 22 197

PKL-08 22 198

PKL-07 22 199

Picture Item No.
Load Capacity 

(lbs)
Page

SCC-30/SS - 200

SCC-40/SS - 200
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SLIDE/BARREL BOLTS

Picture Item No.
Load Capacity 

(lbs)
Page

SCC-60/SS - 200

SCCA-40 - 201

SCCA-60 - 201

PS 22 - 33 201

PS/P 11 - 17.6 202

PS35 4.4 202

THF-75 165 203

THF-100 220 203

STF-CV150 727 204

TF40C - 204

STF-CP140 134 205

SCC-TF30 112 206

STF-C64A, B - 207

STH-C64 - 207

STF-A56AH, AC - 208

CHN - 208

STF-40 - 209

STF-80 176 209

STF-82L 176 210

STF-100 176 210

P-1040/SS - 211

P-102H/SS - 211

PN-51 - 211

LJ-61 - 212

LC-48 - 123

LC-65A - 123

Picture Item No.
Load Capacity 

(lbs)
Page

ATL-64 - 214

BL-70Y - 214

Picture Item No. Page

SBL 215

KR-50 215

KR-65 216

KR-75 216

BL-40, BS-60 217

BL-SS 217

BLS 218

BS 218

BSS 218

BSS2 219

BSS3 219

FL2 220

FL4 220

PRS-40 221

HR-35 221
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BAR LATCHES/HASPS

SLIDING DOOR LATCHES

Picture Item No. Page

BL 222

BLL 222

BLT 223

SSL 223

SSG 224

CS 224

HP-AK 225

HP-635, 645, 660
(WELD-ON)

225

HP-635S, 645S, 660S 226

HP 226

Picture Item No. Page

HC-30 227

HC-30H 227

HC-30L 228

HC-30HL 228

HC-70 229

HC-70H 229

HHC-85 230

HC-85 230

HC-65 231
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Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-JM45WT 3 (6.6 lbs) 8.5 100 1000MC-JM45BL

Part Name Material Finish/Color
Body Polypropylene White (WT)/Black (BL)

Magnet Neodymium -

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
ML-JM50WT 3 (6.6 lbs) 21 24 480MC-JM50BL

Part Name Material Finish/Color
Body Polyacetal White (WT)/Black (BL)

Magnet Neodymium -

Part Name Material Finish/Color
Body Polyacetal Light Grey

Magnet Neodymium  -

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-JM63G15 1.5 (3.3 lbs) 20 50 500MC-JM63G30 3.0 (6.6 lbs)
MC-JM63G50 5.0 (11 lbs) 40

White

Black

White

Black

•  Hermetically sealed, ideal for high corrosion 
environments.

•  No metal-to-metal contact, ideal for cleanroom 
applications.

•  Strong magnetic force.
•  Optional counterplate sold separately:

- Stainless Steel - MC-JM49, AS-68
- Plastic Sealed - MC-JMP45WT, MC-JMP45BL

•  Hermetically sealed, ideal for high corrosion 
environments.

•  No metal-to-metal contact, ideal for cleanroom 
applications.

•  Strong magnetic force.
•  Optional counterplate sold separately:

- Stainless Steel - MC-JM49, AS-68
- Plastic Sealed - MC-JMP45

•  Note: Only MC-JM50WT is NSF certified.

•  Hermetically sealed, ideal for high corrosion 
environments.

•  No metal-to-metal contact, ideal for cleanroom 
applications.

•  Strong magnetic force.
•  Optional counterplate sold separately:

- Stainless Steel - MC-JM49, AS-68
- Plastic Sealed - MC-JMP45
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SEALED MAGNETIC CATCH

SEALED MAGNETIC CATCH

SEALED MAGNETIC CATCH

MC-JM45

MC-JM50

MC-JM63G
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Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-JMS45WT 3 (6.6 lbs) 26 24 240

No. Part Name Material Finish
➀ Body 304 Stainless Steel Mirror
➁ Cover Polypropylene White
➂ Shaft 303 Stainless Steel -
➃ Ring Rubber Black
➄ Magnet Neodymium -

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-JMF54BL 2.6 (5.7 lbs) 13 25 1000MC-JMF54WT

No. Part Name Material Finish/Color
➀ Body Polypropylene Black/White
➁ Cover
➂ Spring Polyacetal White
➃ Magnet Neodymium Nickel

No. Part Name Material Finish
➀ Body Polypropylene Black/White
➁ Cover
➂ Spring Polyacetal White
➃ Magnet Neodymium Nickel

Panel 
Thickness A

0.7
48

(1-7/8")
0.8
1.0
1.2
1.6 49(1-15/16")
2.0 50(1-31/32")

Magnetic face pivots to 
improve contact with 
counterplate.

Cut Out Dimensions

Magnetic face can pivot 
to improve contact with 
counterplate

White

Black

•  Hermetically sealed, ideal for high corrosion 
environments.

•  Magnetic face pivots for better contact with 
counterplate.

•  Suitable for kitchen equipment and ideal for clean 
room applications.

•  Strong magnetic force.
•  Max temperature; 80˚C (176˚F)  
•  Optional counterplate sold separately:
      - Stainless Steel – MC-JM49, AS-68
      - Plastic Sealed – MC-JMP45

•  Hermetically sealed, ideal for high corrosion 
environments.

•  Magnetic face pivots for better contact with 
counterplate.

•  Suitable for kitchen equipment and ideal for clean 
room applications.

•  Strong magnetic force.
•  Max temperature; 80 ˚C (176˚F)
•  Optional counterplate sold separately:
      - Stainless Steel – MC-JM49, AS-68
      - Plastic Sealed – MC-JMP45
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SEALED MAGNETIC CATCH (SNAP-IN TYPE)

MC-JMS45WT

MC-JMF54

SEALED MAGNETIC CATCH
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Item No. L P Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-MSH45BU 45 (1-49/64") 27 ( 1-1/16" ) 2.0 (4.4 lbs) 12 100 1000MC-MSH50BU 50 (1-31/32") 32 (1-17/64") 4.0 (8.8 lbs) 15

No. Part Name Material Finish/Color
➀ Body Silicone Rubber Blue
➁ Magnet Neodymium Nickel
➂ Washer 304 Stainless Steel Plain

Item No. Weight (g) Box (pcs) Carton (pcs)
MC-JMP45WT MC-JMP45BL 8.5 100 1000

Part Name Material Finish/Color
Body Polypropylene White (WT)/Black (BL)
Plate Steel Plain

Item No. Body Color L P Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-MS45LGR Light Gray 45 (1-49/64") 27 (1-1/16") 2.0 (4.4 lbs) 12 100 1000MC-MS45DGR Dark Gray 2.0 (4.4 lbs)
MC-MS50LGR Light Gray 70 (2-49/64") 32 (1-17/64") 4.0 (8.8 lbs) 15 100 1000MC-MS50DGR Dark Gray

No. Part Name Material Finish/Color
➀ Body Silicone Rubber Light Gray/Dark Gray
➁ Magnet Neodymium Nickel
➂ Washer 304 Stainless Steel Plain

White

Black

Light Gray

Dark Gray

•  Sealed with silicon rubber to reduce noise when door 
closes.

•  Strong magnetic force.
•  Optional counterplate sold separately
      - Stainless Steel - MCJM49, AS-68
      - Plastic Sealed - MC-JMP45
•  Screws not included: M4 truss screw recommended.

•  Hermetically sealed strike eliminates metal particles 
when applied with MC-JM sealed magnetic catches.

•  Same design as MC-JM45WT, MC-JM45BL- Blue 
marking on the back side to distinguish strike plate 
from magnet.

•  Note: Only MC-JMPWT is NSF certified

•  Sealed with silicon rubber to reduce noise when door 
closes.

•  Strong magnetic force.
•  Optional counterplate sold separately
      - Stainless Steel - MCJM49, AS-68
      - Plastic Sealed - MC-JMP45
•  Screws not included: M4 truss screw recommended.
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SEALED MAGNETIC CATCH

SEALED MAGNETIC CATCH

SEALED COUNTERPLATE

MC-MSH

MC-MS45/50

MC-JMP45
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Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-159-8 8 (17.6 lbs) 14 200 1000

Part Name Material Finish
Body Steel NickelMagnet Neodymium

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-159-SUS 5 (11.0 lbs) 13 200 1000

Part Name Material Finish
Body 430 Stainless Steel NickelMagnet Neodymium

•  Ultra thin magnetic catch with extra strong magnetic force.
 Note: 1) Max. temperature: 80˚C (176˚F). 
  2) To avoid damage, counterplate should not hit magnet.
  3) Counterplate MC-YN001U or MC-JM49 sold separately.
  4) Screws not included; use M3 flat head or equivalent.

•  Stainless Steel ultra thin magnetic catch with extra strong 
magnetic force.

 Note: 1) Max. temperature: 80˚C (176˚F). 
 2) To avoid damage, counterplate should not hit magnet.

  3) Counterplate MC-YN001U or MC-JM49 sold separately.
  4) Screws not included; use M3 flat head or equivalent.

3.6,    
6.83.6,    
6.8

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-158 1.5 (3.3 lbs) 12 200 1000

MC-159, MC-159/BL 4.0 (8.8 lbs) 12 200 1000

Part Name Material Finish
Magnet Neodymium Nickel/

Black  
(MC-159 only)Base/Yoke Steel

Item No. Material Finish
MC-159-Plate Steel Nickel

Counterplate-Optional

•  Unique ultra thin magnetic catch design with extra strong 
magnetic force. 
Note: 1) Max. temperature: 80˚C (176˚F) 
 2) To avoid breakage, counterplate should not hit magnet.

 3) Screw heads should not protrude above the base plate.
 4) Screws not included, use M3 flat head or equivalent.
 5) Counterplate MC-159-Plate sold separately.
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ULTRA THIN & STRONG MAGNETIC CATCH

ULTRA THIN & STRONG MAGNETIC CATCH

ULTRA THIN STAINLESS STEEL MAGNETIC CATCH

MC-158, MC-159

MC-159-8

MC-159-SUS
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Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-YN001P 2.7 (5.9 lbs) 7.5 100 1000

Part Name Material Finish
Magnet Neodymium NickelBase/Yoke Steel

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-YN015SP 2.3 (5.0 lbs) 7.3 100 2000

No. Part Name Material Finish
➀ Main Body Stainless Steel Plain
➁ Yoke 304 Stainless Steel
➂ Magnet Neodymium Epoxy Coating
➃ Counterplate Stainless Steel Plain

Item No. Magnetic Force (kg) Weight (g)
MC-YN016HPP-15 1.5 (3.3 lbs) 10.4
MC-YN016HPP-27 2.8 (6.2 lbs) 11.4

No. Part Name Material Finish
➀ Yoke Stainless Steel Polished
➁ Body Stainless Steel Plain
➂ Magnet Samarium Cobalt
➃ Counterplate Stainless Steel Polished

•  Ultra-thin magnetic catch with strong rare-earth (neodymium) 
magnet.

•  304 stainless steel yoke for high corrosion resistance.
•  Magnetic catch includes self-tapping screws. 

Note: 1)  Magnetic force may be affected when used in/around 
water or high humidity.

 2) Max. recommended temperature: 80°C (176°F).
 3)  Counterplate should not come into direct contact with 

magnet when closing.
 4) Screw heads should not protrude above the base plate.
•  Includes strike plate: MC-YN001U.

•  Unique ultra thin magnetic catch design ideal for tight spaces.
•  Counterplate included.
•  Strong magnetic force.
   Note: 1) Max. recommended temperature: 80˚C (176˚F)
 2)  To avoid breakage, counterplate should not hit magnet.
 3)  Screw heads should not protrude above the base plate.

• Stainless Steel ultra thin magnetic catch with extra strong 
magnetic force.

• Heat Resistant: Suitable for high temperature environments up 
to 250˚C (482° F).

• Includes strike plate.
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ULTRA THIN MAGNETIC CATCH

ULTRA THIN STAINLESS STEEL MAGNETIC CATCH

ULTRA THIN STAINLESS STEEL MAGNETIC CATCH

MC-YN001P

MC-YN015SP

MC-YN016HP

3.0×14

3.5×14

3×14
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Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-YN003 1.7 (3.7 lbs) 5 500 2500

Part Name Material Finish
Magnet Ferrite -

Base/Yoke Steel Nickel

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-YN005 3 (6.6 lbs) 9 200 1000

No. Part Name Material Finish
➀ Yoke 430 Stainless Steel Plain➁ Center Yoke
➂ Cover 304 Stainless Steel
➃ Magnet Ferrite -

•  Thin magnetic catch ideal for tight spaces.

•  Thin magnetic catch ideal for tight spaces.
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THIN MAGNETIC CATCH

STAINLESS STEEL MAGNETIC CATCH

MC-YN003

MC-YN005
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Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC0083-N 14 (30.8 lbs) 41 40 400

No. Part Name Material Finish
➀ Body 304 Stainless Steel Plain
➁ Yoke 304 Stainless Steel Nickel
➂ Magnet Neodymium
➃ Cover 304 Stainless Steel Plain

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-YC-06 4.5 (9.9 lbs) 12 100 1000

No. Part Name Material Finish
➀ Body Zinc Alloy Nickel
➁ Case Bracket 304 Stainless Steel Plain
➂ Yoke Steel Chrome
➃ Magnet Neodymlum Nickel

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-0083D  10  (22.0 lbs) 63 30 300
MC-0083  7 (15.4 lbs) 32 40 400

No. Part Name Material Finish
➀ Housing Brass Nickel
➁ Yoke Steel
➂ Magnet Ferrite -
➃ Back plate Aluminum Anodized
➄ Counterplate Steel Nickel

MC-0083MC-0083D

•  Stainless Steel ultra thin magnetic catch with extra strong 
magnetic force.

   Note:   1) Max. temperature: 80˚C (176° F).
               2) Counterplate MC-YN001U sold separately.
               3) Screws not included; use M3 flat head or equivalent.

•  Die casted body with small profile.
•  Strong magnetic force.
•  Can be installed vertically or horizontally.
•  Counterplate MC-YN001U sold separately.
•  Max. temperature; 80˚C (176° F).

•  Strong magnetic force.
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STAINLESS STEEL MAGNETIC CATCH

MAGNETIC CATCH

HEAVY DUTY MAGNETIC CATCH

MC0083-N

MC-YC-06

MC-0083D, 0083
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Item No. Magnetic Force (kg) Weight (g) Box(pcs) Carton(pcs)
MC-YN005HP-20 2.0 ( 4.4 lbs) 11 200 1000MC-YN005HP-50 5.1 (11.0 lbs)

No. Part Name Material Finish/Color
➀ Yoke 430 Stainless Steel Plain
➁ Magnet Samarium Cobalt -
➂ Housing 304 Stainless Steel Plain
➃ Center Yoke 430 Stainless Steel

Item No. Magnetic Force (kg) Weight (g) Box(pcs) Carton(pcs)
MC0083HP-70  7.1 (15.6 lbs) 40 40 400MC0083HP-140  14.3 (31.5 lbs)

No. Part Name Material Finish/Color
➀ Housing 304 Stainless Steel Plain
➁ Magnet Samarium Cobalt -
➂ Yoke 430 Stainless Steel Plain

•  Suitable for high temperature environments 
up to 250°C (482°F).

•  Optional counterplates sold separately:
      - MC-JM49
      - AS-68

•  Suitable for high temperature environments 
up to 250°C (482°F).

•  Strong magnetic force.
•  Optional counterplates sold separately:
      - MC-JM49
      - AS-68
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HIGH TEMPERATURE MAGNETIC CATCH

MC-YN005HP

MC0083HP
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Material Finish
304 Stainless Steel (Equivalent) Plain

Item No. Weight (g) Box (pcs) Carton (pcs)
MC-JM49 10 100 1000

Material Finish
430 Stainless Steel Plain

Item No. Weight (g) Box (pcs) Carton (pcs)
AS-68 17 100 1000

Material Finish

Steel Chromate (W4)
Nickel (W12)

Item No. T D d1 d2 Weight (g) Box (pcs) Carton (pcs)
W4 2.5 (3/32") 12 (15/32") 6 3.4 1.7 1000 10000
W12 3.0 ( 1/8" ) 15 (19/32") 8 4.0 3.3 600 3000

Item No. Weight (g) Box (pcs) Material Finish
MC-YN001U 4 5000 Steel Nickel

MC-YN001U-BL Black (Cooper Plating)

•  Special plate for MC-JM magnetic catches.
•  Equivalent to 304 stainless steel, ideal for applications 

where rust is an issue.
•  High-corrosion resistant.

•  Special plate for MC-JM magnetic catches.
•  430 stainless steel provides corrosion resistance.

MC-YN001U

AS-68

W SERIES

COUNTERPLATE

STAINLESS STEEL COUNTERPLATE
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Panel Thickness : t=0.5

22.5 +0.1
  0

+0
.1

  0

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-FS3W 1.3 (2.9 lbs) 5 60 2160MC-FS3B

No. Part Name Material Finish/Color
➀ Body ABS Black/White
➁ Yoke Steel Yellow Zinc Chromate
➂ Magnet Ferrite Plain
➃ Spring Polyamide

Item No. Body Color Spring Color Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-FS34WW White White 1.3 (2.9 lbs)

5.3 200 2000

MC-FS34GW Grey 2.2 (4.8 lbs)
MC-FS34WB White

Blue
1.3 (2.9 lbs)

MC-FS34BB Black 2.2 (4.8 lbs)MC-FS34GB Grey
MC-FS34WG White Green 1.3 (2.9 lbs)
MC-FS34GG Grey 2.2 (4.8 lbs)

No. Part Name Material Finish/Color
➀ Body Polyamide Gray/Black/White
➁ Yoke Steel Yellow Zinc Chromate
➂ Magnet Ferrite -
➃ Spring Polyacetal Blue/Green/White

Item No. Panel
Thickness A

MC-FS34WW/GW 0.5 22.6 +0.2, 0
0.8 23.7 +0.2, 0

MC-FS34WB/BB/GB
1.0 22.7 ±0.1
1.2 23.5 ±0.1
1.4 24.0 ±0.1

MC-FS34WG/GG 1.6 22.7 ±0.1
2.0 23.8 ±0.1

Cut Out Dimension

Cut Out Dimensions

•  Snap-in magnetic catch for sheet metal 
applications.

•  Compact size

•  Snap-in magnetic catch for sheet metal 
applications.

•  Compact size
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MAGNETIC CATCH (SNAP-IN TYPE)

MAGNETIC CATCH (SNAP-IN TYPE)

MC-FS3

MC-FS34  
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Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-YSW01W MC-YSW01B  1.2  (2.6 lbs)  5.0 100 1000MC-YSW02W MC-YSW02B  3.0  (6.6 lbs)  5.5

No. Part Name Material Finish/Color
➀ Housing Polyacetal White (W)/Black (B)
➁ Yoke Steel Chromate
➂ Magnet Ferrite -

No. Part Name Material Finish/Color
➀ Housing Polyacetal White (W)/Black (B)
➁ Yoke Steel Yellow Zinc Chromate
➂ Magnet Neodymium Nickel

Item No. L L1 L2 B1 B2 H H1 H2 Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-FS5W MC-FS5B 40 33.9 (1-11/32") 21.6

8 10
 13.5 (17/32") 11.2 1.2 2.2 (4.8 lbs) 9.0 200 2000

MC-FS10W MC-FS10B 64 54.5 ( 2-9/64" ) 43.0  14.0 (35/64") 11.5 1.5 4.5 (9.9 lbs) 17.1 50 1000

Panel
Thickness

Cut Out Dimensions
MC-FS5 MC-FS10

A B A B
0.8 34.1 (1-11/32")

8.2
(21/64")

55.0 ( 2-5/32" )
8.2

(21/64")

1.0
1.2 34.5 (1-23/64") 55.5 ( 2-3/16" )
1.6 35.0 (  1-3/8"  ) 56.0 (2-13/64")
2.0 36.5 ( 1-7/16" ) 56.5 ( 2-7/32" )

No. Part Name Material Finish/Color
➀ Housing ABS White (W)/Black (B)
➁ Yoke Steel Yellow Zinc Chromate
➂ Magnet Ferrite -

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-FP5SWT 4.5 (9.9 lbs) 9 200 2000MC-FP5SBL

Panel
Thickness

Cut Out Dimensions
A B

0.8  34.1 (1-11/32")

8.2 (21/64")
1.0
1.2  34.5 (1-23/64")
1.6  35.0 (1- 3/ 8")
2.0  36.5 (1- 7/16")

No. Part Name Material Finish/Color
➀ Housing ABS White (WT)/Black (BL)
➁ Yoke Steel Yellow Zinc Chromate
➂ Magnet Neodymium -

For sheet metal thickness 1.6mm For sheet metal thickness 2.6mm

Installation

Installation

Cut Out Dimensions

Cut Out Dimensions

MC-YSW01

MC-YSW02

White Black

•  Snap-in magnetic catch for sheet metal 
applications.

•  Small size allows for tight spaces.
•  Flex tab allows for easy removal.

•  Snap-in magnetic catch for sheet metal applications.

•  Snap-in magnetic catch for sheet metal 
applications.

•  Small design with a strong magnetic force.
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MAGNETIC CATCH (SNAP-IN TYPE)

MAGNETIC CATCH (SNAP-IN TYPE)

MAGNETIC CATCH (SNAP-IN TYPE)

DISCONTINUED
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Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
FS-17 6 (13.1 lbs) 18 50 100

Panel
Thickness

Cut Out Dimensions
A B

0.8 55.0 ( 2-5/32" )

8.2 (21/64")
1.0
1.2 55.5 ( 2-3/16" )
1.6 56.0 (2-13/64")
2.0 56.5 ( 2-7/32" )

No. Part Name Material Finish/Color
➀ Housing ABS White
➁ Yoke Steel Yellow Zinc Chromate
➂ Magnet Ferrite -

Item No. L L1 L2 Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-FS-2 W 26.5 ( 1-3/64" ) 22.4 ( 57/64" ) 16.0 (   5/8"   )           1.5 ( 3.3 lbs ) 3.5 400 4000MC-FS-2SW           3.5 ( 7.7 lbs )
MC-FS-4 W 45.0 (1-25/32") 39.6 (1-9/16") 30.3 (1-3/16")           2.5 ( 5.5 lbs ) 5.8 200 2000MC-FS-4S W           7.0 (15.4 lbs)

Panel
Thickness

Cut Out Dimensions
A B

 0.8 39.9 (1-37/64")
5 (13/64") 1.0 40.5 (1-19/32")

 1.2 41.8 (1-41/64")

No. Part Name Material Finish/Color
➀ Housing ABS White
➁ Yoke Steel Yellow Zinc Chromate

➂ Magnet W: Ferrite
SW: Neodymium -

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton
MC-SS30 3 (6.6 lbs) 22 60 600

No. Part Name Material Finish/Color
➀ Housing ABS Ivory
➁ Yoke Steel Yellow Zinc Chromate
➂ Magnet Ferrite -

Installation Cut Out Dimensions

t=0.8

Cut Out Dimensions

Cut Out Dimensions

DISCONTINUED

•  Snap-in magnetic catch for sheet metal 
applications.

•  Snap-in magnetic catch for sheet metal applications.
•  Small size for tight spaces.

•  Snap-in magnetic catch for sheet metal 
applications.

•  Panel Thickness: 0.8mm

M
AGNETIC CATCHES (SNAP-IN TYPE) / THIN M

AGNETIC CATCHES (SNAP-IN TYPE)

FS-17

MC-FS-2, MC-FS-4

MC-SS30

MAGNETIC CATCH (SNAP-IN TYPE)

THIN MAGNETIC CATCH (SNAP-IN TYPE)

MAGNETIC CATCH (SNAP-IN TYPE)
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No. Part Name Material Finish/Color
➀ Housing Polyamide Black
➁ Magnet Ferrite -
➂ Yoke Steel Black Zinc

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton
MMC-12 0.1~0.3 (0.22~0.66 lbs) 1 200 2000

Item No. Magnetic Force (kg) Weight (g) Box (pcs)
CM-2B 0.4 (0.9 lbs) 1 200

No. Part Name Material Finish/Color
➀ Housing Polyamide Black
➁ Magnet Ferrite -
➂ Yoke Steel Black Zinc

Item No. Magnetic Force 
(kg) L1 L2 L3 L4 D1 D2 D3 P1 P2 H Weight (g) Box (pcs) Carton (pcs)Black Ivory

MC-111/BLK MC-111/IVY 5 (11.0 lbs) 64 ( 2-33/64" ) 46 42 45 (1-49/64")  24.5 (31/32") 21.0 24 (15/16") 55 30 7.0 48 50 500MC-112/BLK MC-112/IVY 3 (  6.6 lbs) 53 ( 2-5/64" ) 35 31 34 (1-11/32")  23.5 (59/64") 20.0 23 (29/32") 44 20 6.2 32
MC-113/BLK MC-113/IVY 1 (  2.2 lbs) 43 ( 1-11/16" ) 25 20 24 ( 15/16"  )  17.0 (43/64") 13.5 17 (43/64") 34 13 6.0 14 100 1000

No. Part Name Material Finish/Color
➀ Housing ABS Black (BLK)/Ivory (IVY)
➁ Magnet Ferrite -
➂ Yoke Steel Yellow Zinc Chromate
➃ Counterplate Nickel

Cut Out Dimensions

Cut Out Dimensions

•  Snap-in magnetic catch for plastic case 
applications.

•  Small size for light weight applications.

•  Snap-in installation.
•  Small size for light weight applications.

•  Low profile design is ideal for tight spaces.
•  Only MC-111/BLK, MC-111/IVY, MC-113/BLK, 

MC-113/IVY are ROHS compliant.
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Item No. L L1 L2 D D1 H H1 C1 C2 C3 d1 d2 d3 t d4 A B Magnetic 
Force (kg)

Weight
(g)

Box
(pcs)

Carton 
(pcs)

MC-SPM-S 86 (3-25/64") 68.4 63 17.0 15 13 (33/64")
4 77  9.5

57

3 6 4.5
1.5

6.8

70( 2-3/4" ) 12(15/32") 4.8 (10.5 lbs)  57.0 12 360MC-SPM-W 20 30(1-3/16") 11( 7/16" )  53.5
MC-SPL-S 106 (4-11/64") 85.6 80 20.5 18 16 (  5/8"  ) 65 2.0 79(3-7/64") 14(35/64") 5.6 (12.3 lbs)  100.0 6 180MC-SPL-W 94  11.5 25 38( 1-1/2" )

No. Part Name Material Finish/Color
➀ Housing PBT White
➁ Yoke 430 Stainless Steel Plain
➂ Counterplate
➃ Magnet Ferrite -

Item No. L L1 L2 D D1 H H1 C1 C2 C3 d1 d2 d3 A B Magnetic 
Force (kg)

Weight
(g)

Box
(pcs)

Carton 
(pcs)

MC-KM-S  50.5 (1-63/64") 33 30 17
15

12 (15/32") 3.0 42 10.0 20 3.2×6.2 4.2 6.7 30 (1-3/16") 11.5 (29/64") 2.4 (5.2 lbs) 26
12

720
MC-KL-S  60.0 (2-23/64") 42 38 18 16 (  5/8"  ) 3.2 50 10.5 10 3.2×6.0 4.3 6.4 38 ( 1-1/2" ) 14.0 (35/64") 2.8 (6.1 lbs) 45 360MC-KL-W 20 ( 25/32") 13.0 (33/64")

No. Part Name Material Finish/Color
➀ Housing PBT White
➁ Yoke Steel Chromate
➂ Counterplate Chrome
➃ Magnet Ferrite -

Item No. L1 L2 L3 P1 P2 P3 A Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MCH-40 20 40 (1-37/64") 22 (  55/64" ) 30 30 12 3   3 (  6.6 lbs) 56 60 300
MCH-50 27 50 (1-31/32") 29 ( 1-9/64" ) 40 40 18 4   7 (15.4 lbs) 74 50 250
MCH-61 41 61 (2-13/32") 43 (1-11/16") 50 50 27 6 11 (24.2 lbs) 110 40 200
MCH-80 55 80 (  3-5/32") 60 (2-23/64") 70 70 40 8 14 (30.8 lbs) 140 30 150
MCH-105 - - - - - - - 15 (33.0 lbs) 206 24 120

No. Part Name Material Finish
➀ Housing Zinc Alloy Nickel
➁ Magnet Ferrite -
➂ Yoke Steel Yellow

Zinc Chromate➃ Counterplate

Single plate type

Single plate type

Double plate type

Double plate type

(Single plate)

(Double plate)

(Single plate)

(Double plate)

MCH-40~MCH-80

MCH-105

•  Double plate option available for dual doors 
meeting in the center.

•  Double plate option available for dual doors 
meeting in the center.

•  Special design provides screw mounting options 
in 2 different orientations.

•  Strong and heavy duty magnetic catch.
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Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)Black White
MC0099/BLK MC0099/WHT 1.1 ( 2.4 lbs)

16.3 100 1000MC0099S/BLK MC0099S/WHT 3.8 (  8.3 lbs)
MC0099/GR 5.2 (11.4 lbs)

Item No. Material Finish
SP0207 Steel Chromate

Material Finish/Color
ABS Black (BLK), White (WHT)

Ploycarbonate Grey (GR)
Steel Yellow Zinc Chromate

Ferrite -

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-110NF/WHT 8 (17.6 lbs) 10 100 800MC-110NF/GR

No. Part Name Material Finish/Color
➀ Housing Polycarbonate White (WHT)/Grey (GR)
➁ Yoke Steel Yellow Zinc Chromate
➂ Magnet Neodymium Nickel
➃ Counterplate Steel Yellow Zinc Chromate

Item No. Material Finish
SP0207 Steel Chromate

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-0051 5.5 (12 lbs) 17 50 500

No. Part Name Material Finish/Color
➀ Housing ABS Black
➁ Yoke Steel Chromate
➂ Magnet Ferrite -

Strike Plate-Optional

Strike Plate-Optional

White BlackGrey

•  Special design provides screw mounting options 
in 2 different orientations.

•  Three different magnetic forces available.

•  Special design provides screw mounting options 
in 2 different orientations.

•  Strong magnetic force in a small casing. 

M
AG

N
ET

IC
 C

AT
C

H
ES

 / 
ST

R
O

N
G

 M
AG

N
ET

IC
 C

AT
C

H
ES

MC0099

MC-110NF

MC-0051

MAGNETIC CATCH

STRONG MAGNETIC CATCH

MAGNETIC CATCH



179
C

ATC
H

ES & LATC
H

ES

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)White Black
MC0097/WHT MC0097/BLK 1.5 (3.3 lbs) 12 100 1000MC0097/WHT-1 MC0097/BLK-1 3.5 (7.7 lbs)

No. Part Name Material Finish/Color
➀ Housing Polyethylene Black/White
➁ Yoke Steel Chromate
➂ Magnet Ferrite -
➃ Counterplate Steel Chromate

Item No. Magnet Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-YS001 Neodymium 3.0 (6.6 lbs) 6 100 1000MC-YS002 Ferrite 1.2 (2.6 lbs) 5

No. Part Name Material Finish/Color
➀ Housing PBT White
➁ Yoke Steel Yellow Zinc Chromate
➂ Magnet Neodymium Nickel
➃ Counterplate Steel Yellow Zinc Chromate

No. Part Name Material Finish/Color
➀ Housing PBT White
➁ Yoke Steel Chromate
➂ Magnet Ferrite -
➃ Counterplate Steel Yellow Zinc Chromate

MC-YS001

MC-YS002

•  Mini magnetic catch is ideal for tight spaces.
•  Strong or light magnetic force available.
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No. Part Name Material Finish/Color
➀ Housing Polypropylene White(WHT)/Black(BLK)
➁ Yoke Steel Yellow Zinc Chromate
➂ Magnet Ferrite -

No. Part Name Material Finish/Color
➀ Housing Polyamide White(WHT)
➁ Yoke Steel Yellow Zinc Chromate
➂ Magnet Ferrite -

Item No. D L E T d1 d2 Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
IS-4/WHT 14 (35/64") 14 (35/64") 0.7 1.2 11 12 2.5 (5.5 lbs) 7.7 200 3000IS-4/BLK

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
NB01 1.1 (2.4 lbs) 2 500 5000

Item No. Weight (g)
NB01H 0.5

Door Thickness Cut Out Dimensions
0.8-1.4 11.5
1.5-3.0 12.0

No. Part Name Material Finish/Color
➀ Housing Polyamide White(WHT)/Black(BLK)
➁ Yoke Steel Yellow Zinc Chromate
➂ Magnet Ferrite -

Item No. Body Color D L E T d1 d2 Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
MC-IS2WP White 10

(25/64")
13.8

(35/64") 1.0 0.7 8   8.6 1.0 (2.2 lbs) 4.7 200 5000
MC-IS2BP Black 100 3000
MC-IS4WP White 14

(35/64")
14.0

(35/64") 0.7 1.2 11 12.0 2.5 (5.5 lbs) 7.7 200 5000
MC-IS4BP Black 100 3000

n Body Part n Snap-In Holder (Option)

IS-4

NB01

MC-IS

MAGNETIC CATCH

MAGNETIC CATCH

MAGNETIC CATCH (OPTIONAL SNAP-IN HOLDER)

M
AG

N
ET

IC
 C

AT
C

H
ES



181
C

ATC
H

ES & LATC
H

ES

No. Part Name Material Finish/Color
➀ Body ABS White (WHT)/Brown (BRN)
➁ Latch Steel Nickel
➂ Counterplate
➃ Magnet Ferrite -

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
ML-30S/WHT 1.2 (2.6 lbs) 22.5 50 750ML-30S/BRN

No. Part Name Material Finish/Color
➀ Body ABS White (WHT)/Brown (BRN)
➁ Latch Steel Nickel
➂ Counterplate
➃ Magnet Ferrite -

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
ML-30W/WHT 1.2 (2.6 lbs) 42 30 450ML-30W/BRN

Closed position
(ML-30S/WHT)

Closed position
(ML-30W/WHT)

Opened position
(ML-30W/BRN)

Opened position
(ML-30S/BRN)

•  Push to latch/unlatch.
•  Eliminates need for handles or knobs.
•  Note:  For overlay door, allow a 4mm (5/32") 

gap between door and cabinet frame for 
pushing room.

•  Push to latch/unlatch.
•   Eliminates need for handles or knobs.
•  Double catch for dual doors that meet in the center.
•  Note:  For overlay door, allow a 4mm (5/32") gap 

between door and cabinet frame for pushing 
room.
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C=3.5mm(9/64")
C=GAP

No. Part Name Material Finish/Color
➀ Body ABS White (WHT)/Brown (BRN)
➁ Latch Steel Yellow Zinc Chromate
➂ Counterplate
➃ Magnet Ferrite -

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
ML-120/WHT 2.4 (5.2 lbs) 53 20 200ML-120/BRN

Item No. Magnetic Force (kg) Weight (g) Box (pcs) Carton (pcs)
ML-80/WHT

1.6 (3.5 lbs) 22 20 400ML-80/BRN
ML-80/BLK

No. Part Name Material Finish/Color
➀ Body ABS White (WHT)/Brown (BRN)/Black (BLK)
➁ Latch Steel Yellow Zinc Chromate
➂ Counterplate
➃ Magnet Ferrite -

Closed position
(ML-80/BLK)

Closed position
(ML-80/WHT)

Closed position
(ML-120/WHT)

O p e n e d 
position
(ML-80/BRN)

Opened position
(ML-120/BRN)

•  Push to latch/unlatch.
•  Eliminates need for handles or knobs.
•  Note:  For overlay door, allow a 3.5mm (9/64") gap 

between door and cabinet frame for pushing room.
•  Only ML-80/WHT and ML-80/BRN are ROHS compliant.

•  Long stroke for medium size doors.
•  Push to latch/unlatch.
•   Eliminates need for handles or knobs.
•  Note:  For overlay door, allow a 3.5 mm (9/64") 

gap between door and cabinet frame for 
pushing room.
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